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Electric Vertical
Left Side Counterweight

Counterwelght —]13-%* |—
Header Assembly 230V/1/60
: e ;%
Counterwelghts\ l
Counterweight Box\ :':
Heater System Ld :l:
Connectlon\\\
| \\—| :':
6’ HIC+4")X2______ | =_1:
HIC______ 1nE
= TTi SPECIAL OPTIONS:
Backup Header & Casings
el W00 ] 6" |— —{ 10"}— Return Jambs  Jamb Caps
—1¢I— Wall Thickness
Kick Plates:
Exterior: Alum SS
NET OPENING: Width Height Interior: Alum SS
FEATURES: View Window:
Cooler Freezer Non-Heated Heated
Temperature: 14X 14 14 X 24
Interior__"F ELECTRIC OPERATORS:
Exterior T F . Power Source Voltage
D(for Panel Thickness: 4" 6" Power Requirement: 230v/1/60
FIN IS:Z‘Ix.terior' Control Stations:
o ) (2 Pull Cords Std) Add. Cords: (Qty)
ngOtlll'GG?lV \;thlte ASIS 2-Button Switch: (Qty)
tucco: Cfl;/ 1 1te um (Reversing Edge Std) Photocell: (Qty)
her. alvalume__ Remote Control Add. Remotes:(Qty)
Inte(l)';[o:'r. Motion Detector Loop Detector
Smooth: Galv White SS SPECIAL NOTES/INSTRUCTIONS:
Stucco: Galv White Alum
Galvalume
Other:
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